
	 	 Select a power supply 
3 KVA removes taps up to 3/8"
10 KVA removes taps up to 3/4" 
15 KVA removes taps up to 1-1/4" 
20 KVA for heavy duty operations

5.

	 	 Choose a 
disintegrator head: 
portable head to use in 
any machine or heavy-
duty "in-the-quill"  type 
head (near right). 
See next panel for 
complete discussion.

2. (

4.

	 	 Select a table top 
large enough to handle 
your biggest work piece.
Note: Portable models  
3-S, 2-S and 2-SB have no 
worktop.

1.

 Lift Rack
Standard on 
all models 

except 2-SE

Single barrel 
21/4" dia. cros-
sarm on  
23/4" column

Choosing AC disintegrator features

	   Select a 	
	   superstructure 
Our 23/4" chrome plated 
columns come in 50" 
(1280 mm) height with 
60" (1540mm) optional. 
Single or vertical duplex 
crossarms. Manual 
locks ensure positive 
positioning. 360° rota-
tion in each of  
2 planes.

Each of the more than 50 AC models Electro Arc builds is made up of 
at least one component from each of the 5 groups shown below.  

Select options and accessories  
to optimize your ongoing operations. 6.

ARC•ER head 
for Electro Arc  
Disintegrators 
up to 15 KVA 

(AC only)

STANDARD TABLE SIZES

Heavy-duty Vertical Duplex 
11/2" crossarms with linear ball 
bearings for more rigidity and fast 
set-ups  (on a 23/4" column)

CUSTOM
We will build a 
table or deck to 
suit your needs

Disintegration supplies

Feed Controls for models with superstructures

Head 

Selecting the right head for your operation.

“Q” Head

AutoFeed Amp Sensing 
Lets AutoFeed respond to 
current draw for even more 
efficient disintegration. Details 
on next panel at right.

Size 2E
19"x 19"

(481 x 481mm)	

Capacity: 	
1500 lb
(506 kg)

Size 2-SA/2-DV
31"x 31"

(795 x 795mm)
Capacity: 	

2000 lb (956 kg) 

Size 1-S
40"x 32"

(1020 x 820mm)
Capacity: 4000 lb 

(1912 kg)

Size HK-6/HK-10
51"x 39.5"

(1300 x 1005 mm) 
Capacity: 8000 lb

(3824 kg)

Spring Feed 

High-precision 'Q' Head
Unique "in-the-quill" head provides the pinpoint accuracy 

you need to ‘surgically’ remove the smaller tap and drill sizes. 
Precision bearings keep the powerful vibrating action under 
control. 
	 Operates in any position. The head is 31/4" (82mm) 

diameter, hard chromed and precision ground.  It has 9" 
(230mm) of vertical travel with rack and pinion movement.   

Equipped with Auto Stop Gauge and Amp Meter for precise control of 
cutting arc current. Works with any Electro Arc Disintegrator power unit. 
Support structure required.
Standard equipment on all models with “Q” in the model designation. 

	 Electro Arc Metal Disintegrators can use 
any material that conducts electricity as an 
electrode. However, different materials offer 
varying levels of efficiency in the process.
	 It is important to use an electrode  mate-
rial that breaks down less than the work piece. 
Materials with low melting points, such as 
copper, erode as rapidly as the work material, 

Electro Arc Molybdenum Electrodes are different
requiring frequent replacement, which adds to your 
labor cost.
	 Because their high melting temperature outper-
forms other electrode materials, Electro Arc recom-
mends – and provides — molybdenum electrodes 
in a variety of shapes and lengths; round, square, 
and hex cross section; lengths in 6", 9", or  12". A 
12" length can remove 35 to 40 taps.

Electro Arc
Coolant 	
Concentrate
You should never allow your 
disintegrator to run with old or 
dirty coolant. Performance can 
suffer, and your machine can 
be damaged. 
	 Electro Arc’s coolant con-
centrate is specially formulated 
to keep your disintegrator work-
ing smoothly. To mix, add half 
a bottle to 10 gallons of water.

	  	

Select a 
feed 	 	
system: 
• Spring feed 
(at near right) 	

Electro Arc offers two AC disintegrator heads, each offering high precision 
and durability. Both deliver sixty positive pulsating arcs per second, handle 
up to 20KVA of power, operate in any position, and are built for industrial use. 
Each has an LED amp meter built-in for continuous process control. 
Essential differences
The ARC•ER Head is a lighter, smaller, more portable unit, handy for getting 
into tight places without sacrificing power. But for more accuracy, for instance 
in removing very small or very large tap sizes, or for heavy duty use, choose 

the higher-precision “Q” head.

  Portable Head
New, easy-to-use head has 
an LED Amp Meter built in for 
excellent process control. 121/2" 
(318mm)  long,  weighs only  

51/2 lb. (2.5 kg.) Has a 1/2" 
(12.7mm) diameter shank 
for use in a drill press or 
some other holding device 

for complete portability. May 
also be used with Electro Arc 
Magnetic or Vacuum supports 

for precise positioning. Works 
with any Electro Arc Disinte-

grator and uses all Electro Arc 
Electrodes. 

Incorporates manual feed 
and an adjustable, spring-

loaded, gravity-feed 
quill assembly. The 

travel gauge can be 
pre-set to shut off 

the machine at the 
desired depth. 

The control panel features  
lighted push-button controls for Head 
Vibration, Coolant and Disintegration On 
functions. Plus, Low Coolant warning light, 
Power Stroke control, and Heat Selec-
tor. Big Master Stop Button for safety and 
external twist-out fuses for convenience. 

Super vertical duplex	
(HK-10 only)  

23/4" arms on a massive 41/4" pil-
lar. Super rigidity for increased 

control. Has motorized horizon-
tal and vertical positioning.

Tools High or Low work tables  
provide for taller work-

pieces or bulky holding 
fixtures. As low as 15" 

(381 mm) high. Coolant 
tank included.

Auto 	
Feed 	
Unit
Offers hands-free operation. 
Transistorized two-speed variable 
motor, automatic depth control and 
power return. All electrical components 
are protected by a NEMA-12 oil-tight 
enclosure. 
Amp Sensing option
Amp Sensing circuitry monitors the cur-
rent drawn and limits the feed rate for 
best cutting and electrode consumption.

Remote Start/
Stop control

		
• Automatic 

transistorized 
power feed 

for hands-free 
operation

Magnetic 	
Picks 
Electro Arc  
offers a set of hardened, mag-
netized steel picks for  
extracting debris from deep 
holes. Indispensible!

3.

TYPICAL 	
PERFORMANCE 
FOR 10KVA AC 	

MACHINES



2-SE SERIES 	 2-DV SERIES	2-SA SERIES	

2-
S

E

2-
S

E
T

2-
S

E
Q

2-
S

E
Q

T

MODEL 2-SE
•  Single Arm 	

Superstructure
• 	Semi-Automatic  

Feed
•	 19 x 19" work top

features 800-lb.-pull  
Magnetic Base ((362 kg. 
Pull). Also available with 
Air Vacuum Base. 

MODEL HK-6VQT
• Our largest table
• Up-Front Control Module

Electro Arc is always ready to build 
custom machines, table tops, and 
workholding fixtures for industrial 

clients.

Special 
machines

Model 	
10-SG
(Special)

Model 
HK-10QT
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Table and Base 
Specifications
• Ground cast iron sur-

face with coolant spill 
trough and drain

• T- slots for holding parts
• Steel-framed cabinet 

has heavy-duty ball 
bearing casters and 
levelers

Model specifications
Standard features are indicated by a .
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MINI MAG Universal Support
 Provides our portable “ARC•ER” head with a 
compact support system offering seven precision 	
	 movements in 1º increments for hard-to-reach 
locations. It is available with an 800 lb.(362kg.) pull 
permanent magnet or air vacuum suction cups for 
use on non-magnetic surfaces.

	 The fixture provides the head with 4"(100mm) 
of feed. The column pivots 360° on the base.
The column and crossarm are 3/4"(19mm) dia.
hardened shafts each 12"(300mm) long.  Weight 
of support: approximately 25 lb. (11kg.)   

Special supports for extra versatility

Shown  
with high-
precision 
“Q” Head 
and Auto 
Feed  
Unit

MODEL 
2-DVQT
•	 Double Arm 	

Superstructure 	
for rigidity

• Lift Rack
• Auto Feed
• 31" x 31" work top

MODEL 1-SVQT
• Q Head with AutoFeed
• Up-Front Control Module

MODEL 2-SA
•	 Single Arm 	

Superstructure
•	 Lift Rack
• 	31" x 31"  work top

  ARC•ER	 ARC•ER  	 IQ	 IQ	 	 	 	ARC•ER	  ARC•ER	 IQ	  IQ	

	 36"	   36"	   36"	 36"	 	 	 	 	36"	 36"	 36"	 36"	

	 50"	   50"	   50"	 50"	 	 	 	 	50"	 50"	 50"	 50"	

Head Type	 ARC•ER	 ARC•ER	 IQ	 IQ	 ARC•ER	 ARC•ER	 IQ	  IQ 	 ARC•ER	 ARC•ER	 IQ	  IQ 

Auto Feed Unit

Lift Rack

Crossarms	 15"	 15"	 15"	 15"	 30"	 30"	 30"	 30"	 36"	 36"	 36"	 36"

Column	 36"	 36"	 36"	 36"	 50"	 50"	 50"	 50"	 50"	 50"	 50"	 50"

Plus 	special units and fixturesOver 50 disintegrator systems to choose from . . .        

3000-Lb. Magnetic Support with 36" column 
This remarkable support features a rock-solid 3,000 

lb.(1360kg.) of magnetic holding power – enough to 
support the precision "IQ" head and even an Auto Feed 

Unit for off-the-table utility. 
	 The 15"(380mm) long crossarm can be rotated 360°  
in two planes, and the 36"(914mm) column has an eye 
hook for easy transfer.
The standard spring feed provides 9"(230mm) of verti-
cal travel, and the amp meter helps maximize cutting 
efficiency. Available in “IQ” and Arc•er versions, with or 
without AutoFeed.

Contact us 

for  estimates and 
expert consultation. 


